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DEPARTMENT OF TRANSPORTATION (DOT) 

Federal Aviation Administration 

14 CFR Part 39 

[Docket No. FAA-2004-+++++; Directorate Identifier 2004-NM-108-ADJ 

RIN 2 120-AA64 

Airworthiness Directives; Boeing Model 737-300, -400, -500, -600, -700, -700C, -80C 

m d  900 Series Airplanes. 

A G E N C Y : 1; ed era I Av i at i o 11 Ad i n  1 11 i st rat I o 11 (FAA ), DOT. 

A C'I ' 1 0 N : N o t i ce o f p ro posed ru 1 e maki n g (N P RM ) . 

SUMMARY: The FAA proposes to adopt a new airworthiness directive (AD) for 

ccr-tain Boeing Model 737-300, -400, -500, -600, -700, -700C, -800 and -900 series 

airplanes. This proposed AD would require modifying the wiring for the master dim an 

test system. For certain airplanes, this proposed AD would also require related 

concun-ent aciions as necessary. This proposed AD is prompted by a report that the 

master dim and test system circuit does not have wiring separation of the test ground 

signal for redundant equipment in the flight compartment. We are proposing this AD to 

prevent a single fault fdilure inflight from simulating a test condition and showing test 

patterns instead of the selected radio frequencies on the conimunications panels, which 

could inhibit comiiiuiiication betwecn the flightcrew and the control tower, affecting the 

continued saLe ilight of the airplane. 

DATES: We inlist receive comments on this proposed AD by [insert date 45 days after 

date of publication in tlie FEDERAL REGISTER]. 

ADDRESSES: Use one of the following addresses to submit comments on this propost 

AD. 

DOT Docket web site: Go to ~~tp://diiis.dot.,~ov and follow tlie instructions for 

sending your cominents electronically. 
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DEPARTMENT OF TRANSPORTATION (DOT) 

Federal Aviation Administration 

14 CFR Part 39 

[Docket No. FAA-2004-+++++; Directorate Identifier 2004-NM-lOS-ADl 

RIN 2120-AA64 

Airworthiness Directives; Boeing Model 737-300, -400, -500, -600, -700, -7OOC, -800 

and -900 Series Airplanes. 

AGENCY: Federal Aviation Administration (FAA), DOT. 

ACTION: Notice of proposed rulemaking (NPRM). 

SUMMARY: The FAA proposes to adopt a new airworthiness directive (AD) for 

certain Boeing Model 737-300, -400, -500, -600, -700, -7OOC, -800 and -900 series 

airplanes. This proposed AD would require modifying the wiring for the master dim an 

test system. For certain airplanes, this proposed AD would also require related 

concurrent actions as necessary. This proposed AD is prompted by a report that the 

master dim and test system circuit does not have wiring separation of the test ground 

signa1 for redundant equipment in the flight compartment. We are proposing this AD to 

prevent a single fault failure inflight from simulating a test condition and showing test 

patterns instead of the selected radio frequencies on the communications panels, which 

could inhibit communication between the flightcrew and the control tower, affecting the 

continued safe flight of the airplane. 

DATES: We must receive comments on this proposed AD by [insert date 45 days after 

date of publication in the FEDERAL REGISTER]. 

ADDRESSES: Use one of the following addresses to submit comments on this propos' 

AD. 
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DOT Docket web site: Go to http://dms.dot.,qov and follow the instructions for 

sending your comments electronically. 
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